Plastic Fittings and Tubing

Hose Shank x Male NPT Inserts

size Nylon Pkg Polypropylene Pkg
Part # Qty Part # Qty
nylon 1-1/4" THN15 25
1-1/2" THN20 25 HB150 25
2" THN25 20 HB200 24
3" THN35 10 HB300 10
4" HB400 12
polypropylene
Tuff-Lite®
Hose Shank x Male NPT Insert
Nylon Features
+ Nylon fittings should not be used with acid-based fertilizers, bromine, chlorine, fluorine,
hydrochloric acid, iodine, nitric acid, phosphoric acid, sulfuric acid, or xylene
* Nylon should not be used with compressed gas
+ Fittings are white A
Polypropylene Features
 Polypropylene fittings should not be used with aromatic hydrocarbons, carbon tetra-chloride,
gasoline, hexane, kerosene, nitric acid, sodium hydrochlorite, toluene, trichloroethylene,
or xylene
» Polypropylene should not be used with compressed gas A
« Fittings are black
Hose | Male Nylon Polypropylene Pkg
Size NPT Part # Pkg Qty Part # Qty
1/8" TN21 50 PPN21 50
1/4" TN22 50 PPN22 50
1/4" 3/8" TN23 50 PPN23 50
/ 172" TN24 50 PPN24 50
3/4" TN26 50
1" TN28 50
5/16" 1/4" TN252 50
1/8" TN31 50 PPN31 50
nylon 1/4" TN32 50 PPN32 50
3/8" 3/8" TN33 50 PPN33 50
1/2" TN34 50 PPN34 50
3/4" TN36 50 PPN36 50
1/8" TN41 50
1/4" TN42 50 PPN42 50
1/2" 3/8" TN43 50 PPN43 50
1/2" TN44 50 PPN44 50
3/4" TN46 50 PPN46 50
polypropylene 3/8" TN53 50
5/8" 1/2" TN54 50 PPN54 50
3/4" TN56 50 PPN56 50
3/8" TN63 50
34" 1/2" TN64 50 PPN64 50
3/4" TN66 50 PPN66 50
1" TN68 25 PPN68 25
g 3/4" TN86 25 PPN86 25
1" TN88 25 PPN88 25
1" TN158 15
1-1/4" | 1-1/4" TN150 10 PPN150 10
1-1/2" TN1520 10
11/2" 1-1/4" TN2015 10
1-1/2" TN200 10 PPN200 10
2" 2" TN250 5 PPN250 5

NOTE: Sold in package quantities only
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