Maintenance and Repair

1058

Hydrostatic Test Pump Accessories

Application

» Cost effective, pre-assembled caps or plugs allow quick set up for testing hoses

Feature

» Caps and plugs equipped with 1/2" brass straight-through plug for quick attachment to the
intermediate hose on the test pump (pneumatic test pump) and bleed-off valve

Cam & Groove Test Caps for Male Adapters

. Iron / Steel
Size Part #
1" ID100TC
1-1/2" ID150TC
2" ID200TC
3" ID300TC
4" ID400TC
Cam & Groove Test Plugs for Female Couplers
. Iron / Steel
Size Part #
1" IA100TP
1-1/2" IA150TP
2 IA200TP
3" IA300TP
4" IA400TP
Female NPT Test Caps
. Iron / Steel
Size Part #
1" NPT100TC
1-1/2" NPT150TC
2" NPT200TC
3" NPT300TC
4" NPT400TC
Male NPT Test Plugs
. Iron / Steel
Size Part #
7" 100TP
1-1/2" 150TP
2" 200TP
3" 300TP
4 400TP

Bleed-off Valve

IBV50BOV

FRL Attachment Accessories

Description

3/8" Wilkerson modular coalescing filter (automatic drain)

3/8" Wilkerson modular coalescing filter (manual drain)
modular sleeve needed to connect M16-03A or M16-03M

M16-03A
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Part #

M16-03A
M16-03M
GPA-95-292
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