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Pneumatic Fittings

EE

Features
• European high-flow interchange
•  1/4" interchanges with Coilhose Megaflow, CEJN 320, and Rectus 25KA/26KA;
 3/8" interchanges with Rectus 27KA and CEJN 410

Specifications
• Pressure rating: 300 PSI
• Temperature range: -40°F to 250°F (-40°C to 112°C)

CJ-Series Pneumatic Couplings

Female Threaded Couplers

Body
Size Threads Brass

Part #

1/4"

1/4" - 18 NPT 2CJF2-B
1/4" - 19 BSPP 2CJBF2-B
3/8" - 18 NPT 2CJF3-B
3/8" - 19 BSPP 2CJBF3-B

3/8"

3/8" - 18 NPT 3CJF3-B
3/8" - 19 BSPP 3CJBF3-B
1/2" - 14 NPT 3CJF4-B
1/2" - 14 BSPP 3CJBF4-B

Male Threaded Couplers

Body
Size Threads Brass

Part #

1/4"

1/4" - 18 NPT 2CJM2-B
1/4" - 19 BSPT 2CJBM2-B
3/8" - 18 NPT 2CJM3-B
3/8" - 19 BSPT 2CJBM3-B

3/8"

3/8" - 18 NPT 3CJM3-B
3/8" - 19 BSPT 3CJBM3-B
1/2" - 14 NPT 3CJM4-B
1/2" - 14 BSPT 3CJBM4-B

Female Threaded Plugs

Body
Size Threads Brass

Part #
Steel
Part #

1/4"

1/4" - 18 NPT CJ2F2-B CJ2F2-LG
1/4" - 19 BSPP CJ2BF2-B CJ2BF2-LG
3/8" - 18 NPT CJ2F3-B CJ2F3-LG
3/8" - 19 BSPP CJ2BF3-B CJ2BF3-LG

3/8"

3/8" - 18 NPT CJ3F3-B CJ3F3
3/8" - 19 BSPP CJ3BF3-B CJ3BF3
1/2" - 14 NPT CJ3F4-B ---
1/2" - 14 BSPP CJ3BF4-B CJ3BF4

Brass

Steel

Male Threaded Plugs

Body
Size Threads Brass

Part #
Steel
Part #

1/4

1/4" - 18 NPT CJ2M2-B CJ2M2-LG
1/4" - 19 BSPT CJ2BM2-B CJ2BM2-LG
3/8" - 18 NPT CJ2M3-B CJ2M3-LG

3/8" - 19 BSPT CJ2BM3-B CJ2BM3-LG

3/8"

3/8" - 18 NPT CJ3M3-B CJ3M3
3/8" - 19 BSPT CJ3BM3-B CJ3BM3
1/2" - 14 NPT CJ3M4-B CJ3M4

1/2" - 14 BSPT CJ3BM4-B CJ3BM4

Brass

Steel




