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Cam & Groove

BB

EZ Boss-Lock Type D Couplers

Feature
•  Couplers are supplied standard with a nitrile rubber gasket, other gasket types are available 

on pages 66 - 69

Under no circumstances should the EZ Boss-Lock cam arms be used on any fitting not 
specifically designed for their use. See page 22 for further specifications

Size 356T6 Aluminum
Part #

Brass
Part #

3/4" x 1/2" --- ---
3/4" AD075EZ BD075EZ
1" AD100EZ BD100EZ

1-1/4" --- BD125EZ
1-1/2" AD150EZ BD150EZ

2" AD200EZ BD200EZ
2-1/2" AD250EZ BD250EZ

3" AD300EZ BD300EZ

4"
AD400EZ BD400EZ
AD400EZP1 ---

5" AD500EZ ---
6" AD600EZ ---
8" AD800EZ2 ---

1 Includes paddle handle
2 Dixon® and Boss-Lock cam & groove couplings do not interchange in the 8" size.
3 Pressure rating of 400 PSI
4 Pressure rating of 300 PSI
5 Pressure rating of 150 PSI

Size 316 Stainless Steel
Part #

Heavy Duty 316 Stainless Steel
Part #

3/4" x 1/2" RD050EZ ---
3/4" RD075EZ ---
1" RD100EZ ---

1-1/4" RD125EZ ---
1-1/2" RD150EZ ---

2" RD200EZ ---
2-1/2" RD250EZ ---

3" RD300EZ RD300EZHD3

4" RD400EZ RD400EZHD4

5" --- ---
6" RD600EZ RD600EZHD5

Coupler x Female NPT

brass

316 stainless steel

356T6 aluminum

heavy duty 316 stainless steel

AD400EZP 1




