Sanitary/Hygienic Fittings

SJSS Series Sanitary Swivels

Application

+ Process lines that need flexibility to prevent

* Body: 316L stainless steel
» Elastomers: silicone or EPDM

hoses from kinking or making a flow path

change on a flow plate

Approval
+ 3A certified COP

Sizes
ETIT

Features

* New and improved design

+ Available in clamp and weld configurations
in styles 20-70

Materials Straight Clamp - Style 20
e Dimensions Pressure Rating Pressure Rating PSI 316L Stainless Steel
A (in) |B (in) | C (in) PSI @ 70°F (21°C), @ 250°F (121°C) Part #
1" | 242 3.86 1.00 500 300 SJSS100*CC120
1-1/2") 2.99 | 3.87 | 1.50 500 300 SJSS150*CC120
2" |3.48 3.84 2.00 450 250 SJSS200*CC120
2-1/2" 3.98  3.84 | 2.50 400 200 SJSS250*CC120
3" | 5.08 3.84 3.00 350 175 SJSS300*CC120
4" | 7.03 497 4.00 300 150 SJSS400*CC120

Straight Weld Connection - Style 20

. Dimensions Pressure Rating | Pressure Rating PSI|  316L Stainless Steel
i A (in) | B (in) | C (in) PSI @ 70°F (21°C), @ 250°F (121°C) Part #

| 1" 242 224 1.00 500 300 SJSS100*BB120
5% 1-1/2" 2.99 | 2.24 | 1.50 500 300 SJSS150*BB120
2" 1348 222 200 450 250 SJSS200*BB120
— 2-1/2" 3.98 | 2.22 | 2.50 400 200 SJSS250*BB120
_- 3" | 5.08 221 3.00 350 175 SJSS300*BB120
B 4" | 7.03  3.22  4.00 300 150 SJSS400*BB120

NOTE: S=Silicone

NOTE: E=EPDM
Repair Kits
Style 20 Style 30 Style 40

Style 50
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Style 70

‘//’g\\\‘ 0\\%&

Size

1-1/2"

2-1/2"

726

1

o

3"
4"

Silicone
Part #
SJSS-REPAR-S100

SJSS-REPAR-S150
SJSS-REPAR-S200
SJSS-REPAR-S250
SJSS-REPAR-S300
SJSS-REPAR-S400

Contains

(1x) Inner Body Gasket
(1x) Outer Body Gasket
(1x) Upper Body Seat
(1x) Lower Body Washer
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EPDM
Part #

SJSS-REPAR-E100
SJSS-REPAR-E150
SJSS-REPAR-E200
SJSS-REPAR-E250
SJSS-REPAR-E300
SJSS-REPAR-E400





