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Fire Hose, Fittings, and Accessories

NN

Male Rocker Lug - Suction with Poly Screen

Male Rocker Lug - Suction with Zinc Screen

Feature
•	 Suction intake with strainer screen

Female Thread Male Thread Cast Brass
Part #

2-1/2" NST (NH)
2" NPT RSMSA25F20T

2-1/2" NPT RSMSA250F

3" NPT RSMSA25F30T

2-1/2" CT*

1-1/2" NPT RSMSA25*15T

2" NPT RSMSA25*20T

2-1/2" CT* RSMSA25*25*

3" NPT RSMSA25*30T

Feature
•	 Suction intake with zinc strainer screen - excellent to use before backflow preventers

Female Thread Male NPT Thread Cast Brass
Part #

2-1/2"
2" RSMSA25F20T-Z

2-1/2" RSMSA250F-Z
3" RSMSA25F30T-Z

Male Rocker Lug - Suction with Poly Screen

Feature
•	 Suction intake with strainer screen

Female Thread Male NPT Thread Aluminum
Part #

2-1/2"
2" ARSMSA25F20T

2-1/2" ARSMSA250F

NOTE: All adapters are made to approved Dixon® specifications.
NOTE: Replacement washers can be found on page 824

• other configurations are also available, consult Dixon® for information
_* Customer Thread (must specify) refer to legend on pages 882-885




