Fire Hose, Fittings, and Accessories

The Right Connection®

SFSA30 - Storz x Female Swivel 30° Elbow - Rocker Lug

Feature Specification
 Screens available for 4" and 5" heads, « Working pressure: 150 PSI at 70°F (21°C)
consult Dixon® for information
Approval
Materials * Anodized components per MIL-A-8625 Type IlI
* Nitrile rubber gaskets Class 1
+ Cast aluminum lock lever assembly on
4" 5" and 6"
Storz Size Female Swivel Thread 6061-T6 Forged Alumium
Part #
4" CT* SFSA30-4040_*
4" 4" NST (NH) SFSA30-4040F
5" NST (NH) SFSA30-4050F
6" NST (NH) SFSA30-4060F
3" NST (NH) SFSA30-5030F
4" CT* SFSA30-5040_*
5" 4" NST (NH) SFSA30-5040F
4-1/2" NST (NH) SFSA30-5045F
6" NST (NH) SFSA30-5060F

NOTE: Replacement washers can be found on page 835

SFSA30 - Storz x Female Swivel 30° Elbow - Long Handle

Materials Specification
« Nitrile rubber gaskets » Working pressure: 150 PSI at 70°F (21°C)
» Cast aluminum lock lever

assembly on 4", 5", and 6" Approval

» Anodized components per MIL-A-8625 Type Il Class 1

6061-T6 Forged Alumium

Storz Size Female Swivel Thread Part #
4" CT* SFSA30-4040_*LH
4 4-1/2" NST (NH) SFSA30-4045F-LH
5" NST (NH) SFSA30-4050F-LH
6" NST (NH) SFSA30-4060F-LH

NOTE: Replacement washers can be found on page 835

NCS-CSF - 150 Ibs. Carbon Steel Flange x Storz

Carbon Steel
150# Flange Storz Part #

5" NCS-CSF-STZ450
! NCS-CSF-STZ460
NCS-CSF-STZ540
! NCS-CSF-STZ550
NCS-CSF-STZ560
NCS-CSF-STZ640
! NCS-CSF-STZ650
6" NCS-CSF-STZ660

NOTE: For flange dimensions, diagrams and additional information please reference canada.dixonvalve.com.

NCS-CSF - 150 Ibs. Carbon Steel Flange x Storz with Cap
Carbon Steel

4"

5"

6
4
5
6
4
5

6"

150# Flange Storz

Part #
5" 6 NCS-CSF-STZ650C
6" NCS-CSF-STZ660C

NOTE: For flange dimensions, diagrams and additional information please reference canada.dixonvalve.com.
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