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Pin Rack Hose Assembly

Semi Automatic Fire Hose Pin Rack

Pin Rack Covers

Pin Rack Nipples

Pin Rack Wall Bracket

Features:
•	� Components include: rack nipple, U/L 300 PSI angle valve, semi-automatic fire hose pin rack, 

brass rack nozzle, and a length of 1½" pin rack hose
•	 U/L listed and Factory Mutual approved

Features:
•	 10 oz. red vinyl with Velcro™ closures
•	 Used on FHPR150, FHPR50CBF, FHPR150-75CBF, FHPR150-100CBF

Application:
•	 wall bracket used to support hose rack independent of stand pipe valve
Features:

Features:
•	 finish: -C polished chrome plated

Features:
•	 red steel enameled
•	 holds up to 100' of either 1½" or 2½" rack hose
•	 1½" is U/L listed and Factory Mutual approved

1___Customer Thread (must specify) refer to legend on page 705 

NST (NH)
Thread Hose Part # Wt.

Lbs.
1½" 50' FHPR150-50CBF 20
1½" 75' FHPR150-75CBF 25
1½" 100' FHPR150-100CBF 30

Hose
Size

For use with: Steel
Part #

Wt.
Lbs.Size Valve Nipple

1½" 1½" AVF150 PRN150F FHPR150 4.4
1½" 2½" AVF250 PRN250F FHPR2515 4.5

Size Vinyl
Part #

Wt.
Lbs.

25" x 30" x 6" PRC 1.2
25" x 30" x 6" PRC-SPANISH 1.2

Male NPT Male Brass
Part #

Wt.
Lbs.

1½" 1½" NH (NST) PRN150F 0.8
1½" 1½" NPSH PRN150S 0.8
1½" 1½" NH (NST) PRN150F-C 0.8
2½" 2½" NH (NST) PRN250F 2.2
2½" 2½" NH (NST) PRN250F-C 2.2
2½" 2½" CT PRN250___ 2.2

Aluminum
Part #

Wt.
Lbs.

PRWB 0.7


